4-4. Metering Pumps ( Bellows Pumps ) BD Series

BD14-0/0-15GY BD24-0/0-5.5GX

APPLICATIONS

Replenishing of fixers for automatic photographic developing machines, etc.

Incorporation into physicochemical apparatus for testing purposes in institutes and laboratories
and into various medical apparatus

Addition of feed additives at a constant rate

FEATURES

+ High resistance to corrosion and chemicals
+ Leak-free construction
+ Light in weight, small in size and simple in construction.
* The pump can be run dry, and is also opera table on self-priming.
+ High durability
The specially molded bellows and the rigid driving mechanism contribute to longer durability
and enable the pump to with-stand long-term continuous operation.
+ Flow rate is controllable. One pump is usable for multiple purposes.
The discharge is controllable from 10 up to 100% while the pump is not in operation.
« If multiplex (duplex or triplex) pumps are used, the simultaneous feeding of two or three
different liquids is possible.

MODEL CODE
Bellows Pump Stroke Motor
Special
MODEL | Multiplex Size Voltage . .
50Hz/60Hz Specification
@® @ ©) @
BD 1 2 — 10/12 3 GS — SP
) 1 Single (Standard) ® 3 35 W
Multiplex
2 Double 55 |5.56W
@ 2 25mm Voltage 6 6 W
Bellows Size
4 40mm 15 15W
256 | 26W
@ GS | Synchronous Motor
Motor GY | Induction Motor
GX | Shading Coil Motor




SPECIFICATIONS

Capacity ~ Maximum pp giroke , .

MODEL no/mivy  Socaree )" PGioc®  Moter, Comecion Weigh
50Hz 60Hz (MPa) 50Hz 60Hz (MM

BD12-10,/12-3GS 44 52 | 01 |10 12| 25 | 35W | ¢ 9 | 0.4
BD12-27/32-5.5GX| | 119 | 141 | 0.28 |27 |32 | 25 | 55W | ¢ 9 | 17
BD12-30/36-6GS || 238 | 282 | 0.28 | 54 | 64 | 25 | 55W | &9 | 1.7
BD12-54,/64-5. 5GX|S | 132 | 156 | 0.12 |30 |36 | 25 | 6 W | ¢ 9 | 08
BD14-27,/32-5. 56X|% | 270 | 320 | 0.14 | 27 | 32 | 40 | 55W | ¢ 9 | 1.7
BD14-30/36-6GS | 2| 540 | 640 | 0.14 | 54 | 64 | 40 | 55W | & 9 | 1.7
BD14-54,/64-5. 56X & | 300 | 360  0.04 30 36 40 | 6 W | ¢ 9 | 08
BD14-14/17-15GY |~ | 590 | 700 | 0.05 | 14 | 17 | 40 | 15 W | #12 | 3.5
BD14-34/43-15GY | |1,400 | 1,770 | 0.05 | 34 | 43 | 40 | 15 W | #12 | 3.5

BD22-27,/32-5. 56X|=| 113 | 133 | 028 |27 |32 | 25 | 55W | ¢ 9 | 2

BD22-54,/64-5. 5GX & | 226 | 267 | 0.28 | 54 64 | 25 | 55W | ¢ 9 | 2

BD24-27/32-5. 5GX| & | 256 | 304 | 0.14 | 27 |32 | 40 | 55W | ¢ 9 | 2

BD24-54,/64-5. 5GX|5 | 513 | 608 | 0.14 | 54 | 64 | 40 | 55W | ¢ 9 | 2
BD24-14/17-15GY |2 | 590 | 700 | 0.05 | 14 | 17 | 40 | 15 W | ¢12 | 55
BD24-34/43-15GY | ® 1,400 | 1,770 | 0.05 | 34 | 43 | 40 | 15 W | 12 | 55

*Note:

* Prepared to use of high viscosity liquids up to 50mPa-s

STANDARD MATERIALS FOR WETTING PARTS

Parts Material

Yoke PP

Union Nut PP

O-ring FKM / EPDM

Body PP

Valve unit EPDM Rubber + PP
Bellows PP

Bottom cap PP
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